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INTRODUCTION

Falls of ground continue to be one of the

_ most serious causes of injury to U.S. miners. Of
the 256 fatal injuries that occurred in mining
between 1996 and 1998, 52 (20%) were caused
by falls of ground (Table I). Falls of ground
affect some sectors of the mining industry more
severely than others, For instance, nearly 40% of
the 98 coal mine fatalities between 1996 and
1998 were caused by falls of ground.
Underground miners are at much greater risk
than surface miners. Nearly half (45 out of 101)
of underground mine fatalities were attributed to
roof, rib and face falls, while less than 5% of the
155 surface fatalities were caused by falls of
highwalls or slopes.

Sources of Data

All of the injury data examined in this study
wete derived from MSHA's Fatal Investigation
Reports and the MSHA accident database.
Because falls of ground often result in serious
- injury, MSHA Fatal Alert Bulletins and Fatal
Investigation Reports provide a useful snapshot
of ground control issues in the mining industry.
MSHA requires that mines file a report on every
reportable accident that occurs, containing

information on the accident’s location, severity,
classification, activity, and nature of injury, etc.
A short narrative is generally included as well.
Accident reports can be searched by many of the

~ above fields.

From 1996 to 1998, miners suffered a total
of 55,096 injuries, which ranged in severity from
death (degree 1) to injuries with no days away
from work nor restricted duty (degree 6). Six
percent of the total injuries were from falls of
ground, including machine accidents where
caving rock was coded as the source. As the
data in Table II indicate, 98% of all non-fatal fall
of ground injuries occurred in underground
mines, with underground coal mines accounting
for 83% of the total.

Table 11 also shows the distribution non-
fatal fall of ground injuries by severity and
commodity. The injuries are classified into Lost
Time Injuries that resulted in permanent
disability (degree 2) or days off work (degrees 3-
4), and Injuries Without Lost Time that resulted
in no mote than restricted duty (degree 5-6).
Overall, groundfall injuries appear to be more
serious than other types of mining injuries. 65%
of all ground fall injuries resulted in lost time
compared to 54% of all types of mining injuries.



Table I - Fatglgties from 1996 to 1998 by commeodity for both falls of
ground and other mining classifications.

1996 1997 1998 Total
Under- Surface | Under- | Surface | Under- | Surface | Under- | Surface
ground [ & Prep. | ground | & Prep. [ ground | & Prep. | ground | & Prep.
Plants Plants Plants Plant
Coal falls of ground 13 1 9 0 14 1 36 2
Coal total 33 6 22 8 22 7 77 21
Metal falls of ground 1 0 2 1 3 0 6 8
Metal total 5 3 7 5 5 5 17 13
Nonmetal falls of ground 0 0 0 0 0 0 0 0
Nonmetal total 0 1 1 2 2 4 3 7
Stone falls of ground 2 2 1 1 0 1 3 4
Stone total 2 25 2 26 0 23 4 74
Sand/Gravel falls of 0 0 0 0 0 0 0 0
ground ;
‘Sand/Gravel total 0 11 0 17 0
‘ 12 0 40
Total falls of ground 16 3 .12 2 17 2 45 7
Total Mining 40 46 32 58 29 51 101 155
Legal Framework special procedures. Another common citation

Laws governing mining in the U.S. are listed
in the Code of Federal Regulations under Title
30 - Mineral Resources.

Underground coal mining roof control is
covered in 18 subsections within Part 75. While
each of these sections outlines an important step
in controlling falls of ground, some sections are
cited more frequently in Fatal Investigation
Reports. Between 1996 and 1998, a total of 30
citations were given to mines following fatal
accidents, citing 6 of the 18 sections (Table III).
The most frequently cited subsection was 75.202
- Protection from falls of roof, face, and rib.
Section 75.202 requires that ground support’
must protect persons from hazards related to
falls of the roof, face or ribs and coal or rock
bursts in areas where they work or travel. It also
states that no person may work or travel under
unsupported roof unless in accordance with

listed was violation of the Roof Control Plan.
The language also states that additional
measures shall be taken to protect persons if
unusual hazards are encountered.

Underground metal/nonmetal mining roof
control is covered in 9 subsections within Part
57. Between 1996 and 1998, the most frequently
cited subsection following fatalities was
57.3200, which requires that hazardous ground
conditions be taken down or supported before
other work or travel is permitted (Table IV).
The law also requires that the affected area be
posted with a warning against entry and, when"
left unattended, that a barrier be installed to
impede unauthorized entry. Many of the Fatal
Investigation Reports reveal that geologic
structures contributed to the conditions referred
to in subsection language. In four of the reports,
inadequate examination of ground conditions
was cited.



Tablé 1I- Non-fatal fall of ground

injuries from 1996 to 1998.

Severity | Commodity | Under- | All Total
I ground | other i
Losttime |  Coal 1807 23 1830
| injuries ‘
(Degree 2
to 4) L
Metal 140 5 145
Nonmetal 15 0 15
- Stone 14 9 23
Subtotal 1976 37 | 2013
Injuries Coal 777 9 786
without
lost time
(Degree 5
and6) | :
, Metal | 269 3 272
Nonmetal 23 1 24
Stone 16 <7 23
Subtotal 1085 | 20 1105
All non- Coal 2584 32 2616
fatal ‘
injuries
Metal 409 8 417
Nonmetal 38 1 39
Stone 30 16 46
Total ~ | 3061 57 3118

Surface mining ground control is covered in nine
subsections within Part 56 for metal/ nonmetal
mines and 15 subsections with Part 77 for coal
mines. Several violations cited subsection
56.3200, which requires hazardous ground -

- conditions to be taken down or supported before
work or travel is permitted. The directive states
that until corrective work is completed, the area
shall be posted with a warning against entry and,
when left unattended, a barrier shall be installed
to impede unauthorized entry.

GROUNDFALL HAZARDS AND BEST
PRACTICES TO CONTROL THEM

The 51 Fatal Investigation Reports from
1996 to 1998 provide a window on the most
sxgmﬁcant groundfall hazards facing today’s

" miners. Some of these hazards, such as geologic

features, affect all miners to one degree or )
another. Others are spec1ﬁc to the commodity or

 mining method.



Geologic Discontinuities

discontinuities can originate while the material is
being deposited by sedimentary or intrusive

Mines are unique structures because they processes, or later when it is being subjected to
are not constructed of man-made materials, such tectonic forces. Depositional discontinuities
as steel or concrete, but are rather built of rock, . include slips, clastic dikes, fossil remains,
just as nature made them. Thus, integrity of a bedding planes, and transition zones. Structural
mine structure is greatly affected by the natural discontinuities include faults, joints, and igneous
weaknesses or discontinuities that disrupt the dikes.

continuity of the roof and rib. Geologic

Table III - Violations of Part 75 from fall of
ground Fatal Investigation Reports, 1996-1998.

Subsection Title | Number
Violated ‘
75.202 | Protection from falls of roof, 18
face, and ribs
75.203 | Mining method 1
75.204 | Roof bolting 0
75.205 | Installation of roof support 0
using mining machine with
integral bolter
~ 75.206 | Conventional roof support 0
75.207 | Pillar recovery 0
75.208 | Warning devices 0
75.209 | Automated temporary roof 1
support systems
75.210 | Manual installation of 0
temporary support
75.211 | Roof testing and scaling 0
75.212 | Rehabilitation of areas with 1
unsupported roof .
75.213 | Roof support removal 3
75.214 | Supplemental support 0
materials, equipment, and
tools - :
75.215 | Longwall mining systems ‘ 0
75.220 | Roof control plan 6
75.221 | Roof control plan information 0
75.222 | Roof control plan--approval 0
criteria
75.223 | Evaluation and revision of 0
roof control plan




Table IV - Violations to Part 57 from fall of ground
Fatal Investigation Reports, 1996-1998.

Subsection Title Number
Violated e
57.3200 Correction of ) 6
hazardous
conditions *
57.3201 Location for 1
performing scaling
57.3202 Scaling tools 1
5§7.3203 Rock fixtures 0
57.3360 Ground support use 0
57.3400 Secondary breakage 0
57.3401 Examination of 4
__ground conditions
57.3460 Maintenance 0
between machinery
or equipment and
ribs
57.3461 Rock bursts 0

Discontinuities occur in many shapes and
sizes and are generally difficult to recognize in
advance of mining. They often contribute to fatal
accidents, frequently in combination with other
factors. Miners, and particularly roof bolt
operators and face drillers, need to be trained to
recognize geologic discontinuities as soon as
they are exposed by mining. They must also be
aware of the proper support techniques and have
the necessary support materials available.

Underground Coal Mine Hazards

Between 1996 and 1998, 36 underground coal
miners were killed in 33 separate incidents.
Table V lists the hazards that contributed to
these incidents and their frequency. In some
cases, more than one hazard was involved. For
example, 13 fatalities occurred during pillar
extraction, with 3 of the accidents resulting from
premature intersection collapses.

Unsupported roof. Roof bolts and the
Automated Temporary Roof Support (ATRS)
are the first lines of defense against roof falls in

. underground coal mines. When miners go under
~ unsupported roof, they are completely

unprotected. Between 1996 and 1998,
approximately 25% of coal mine roof and rib
fatalities occurred when miners were beyond
roof supports. While there are no grounds for
complacency, the recent record does represent
an improvement from a decade ago, when nearly
50% of ground fall fatalities occurred beneath
unsupported roof (Peters, 1992). The
improvement was achieved through new
equipment, enforcement and a persistent
educational campaign.

During the early 1990's, the U.S. Bureau of
Mines conducted an extensive series of
interviews with miners to determine why they
might go out under unsupported roof (Peters,
1992). The most common response was that
they had unintentionally walked out beyond the
supports. The most effective countermeasure,
then, is to ensure that all areas of unsupported
roof are clearly posted with highly visible
warning devices. Training is also essential.
Mallett et al. (1992) argue that verbal
admonitions and threats of discipline are less
effective than training that graphically imparts
the severe consequences of roof falls.



Finally, the prevalence of dangerous
behavior depends greatly on the miner’s
perception of the company’s policy concerning
going under unsupported roof, on how that
policy is enforced, and on the attitude and

behavior of his supervisor and coworkers. The
best prevention programs involve high-level
managers who directly communicate their -
commitment to the goal of keeping people away -
from unsupported roof.

Table V - Factors in underground coal mine

. fall of ground fatalities.

Factor 1996 1997 | 1998 Total
Pillar extraction 4 4 5 13
Inby roof support | 4 0 5 9
Intersections 1 3 2 6
Geology 1 4 1 6
Rib 2 3 0 5
Construction 1 0 3 4
Skin Control 1 0 2 3
Longwall face 1 1 0 2

Roof bolter safety. Roof bolt operators are on
the front line in the fight against ground falls.
They are continually exposed to roof and rib
hazards, and historically they have experienced
more groundfall-related injuries than any other
occupation in mining. While large roof and rib’
falls have been responsible for several fatalities,
most injuries are caused by relatively small
pieces of rock.

The roof bolt machine, with its ATRS and
canopy, is the critical piece of safety equipment.
It should always be in proper operating
condition before use. The proper bolting
sequence, as defined in the Roof Control Plan,
must always be followed. Several fatalities have
resulted when operators of single-boom
machines installed bolts out of sequence and
placed themselves under unsupported roof.

Rehabilitation of roof falls and construction
of overcasts and boom holes present special

hazards. In many such areas the roof is unusually
high, and often the ATRS cannot effectively
contact it. If the ATRS cannot be set against the
top, it is necessary to set jacks for temporary
support or use a manufacturer’s approved ATRS
extension. Two roof bolt operators have been
killed in recent years while bolting high top
during mine construction activities.

Roof bolt operators are also responsible for
protecting the entire crew with high-quality bolt
installations. Poorly installed roof bolts can be
worse than none at all, because they provide a
false sense of security. Manufacturers’
recommendations regarding resin spin and hold
times must always be followed. Holes must be
drilled to the proper length (not more than one-
inch deeper than the bolt’s length). The torque
on tensioned roof bolts must be checked as
required by CFR 75.204(f).



Skin failures of roof and rib. Skin failures are
those that do not involve failure of the roof ]
support elements, but result from rock spalling
from between roof bolts, around ATRS systems,
or from ribs. They are of particular concern
because they cause injuries and fatalities to
workers who should have been protected by
supports. In 1997, 98% of the 810 roof and rib
injuries suffered by mine workers were attributed
to skin failures (Bauer et al., 1999).

Roof skin failures almost always involve
pieces of rock that are less than 0.6 m (2 ft)
thick. About 40% of the 669 roof skin injuries in
1997 involved roof bolt operators, and occurred
beneath the ATRS. The other roof skin injuries
occurred beneath permanent support and
involved workers in a wide variety of activities.
Common roof skin control techniques include
oversized plates, header boards, wood planks,
steel straps, meshing, and (in rare instances)
spray coatings (sealants).

Between 1996 and 1998, rib failures
resulted in 6 fatalities in underground coal mines.
Only one of these fatal injuries was to a face
worker, the other five were all mechanics and
electricians performing their duties well outby
the face. Nearly 80% of the 128 rib injuries that
occurred in 1997 took place beneath
permanently supported roof. Non-fatal rib
injuries resulted in an average of 43 lost
workdays each, versus 25 days for the average
roof skin injury. -

The seam height is the single greatest factor
contributing to rib failures. The seam height was
greater than 2.5 m (8 fi) in all six of the fatalities,
and was greater than 3 m (10 ft) in three of
them. The incidence of rib injuries increases
dramatically once the seam height reaches 2.2 m
(7 ft). Interestingly, mines with the very thickest
seams see lower rib injury rates, probably
because most of them routinely use rib support.
No rib support was used in any of the six fatal
accidents, however. Rib failure is often
associated with rock partings and/or
discontinuities within the pillar, or with

overhanging brows created by roof drawrock.
The most effective rib supports employ full
planks or mesh held in place by roof bolts.

Pillar recovery. Pillar recovery has always been
an integral part of U.S, underground coal
mining, It can be a less capital-intensive, more
flexible alternative to longwall mining for small,
irregular reserves. A recent study estimated that
pillar recovery accounts for about 10% of the
coal mined underground (Mark et al., 1997).

The process of pillar recovery removes the
main support for the overburden and allows the
ground to cave. As a result, the pillar line is an
extremely dynamic and highly stressed
environment. Safety depends on controlling the
caving through proper extraction sequencing and
roof support. Historically, retreat mining has
accounted for a disproportionate number of roof
fall fatalities, including 13 between 1996 and
1998. Three of the accidents during this period
resulted in double fatalities.

Traditional roof control plans require that
numerous timber posts be set during each stage
of pillar recovery. Recently, Mobile Roof
Supports (MRS) have become available that
replace many of the timbers (Figure 1). MRS
resemble longwall shields mounted on bulldozer
tracks. They can have many safety advantages
over timbers. In particular, they are more
effective as roof supports, they do not require

- workers to approach the mined-out gob area to

set them, and they reduce the potential for
materials handling injuries (Chase et al., 1997).

Following the Roof Control Plan is absolutely
critical to safe pillar recovery operations. Fatality
investigations have frequently found that lifts
were too wide, too deep, or out of sequence.
The Plan may also specify the minimum
dimensions of the remnant coal left in place
called stumps and fenders. However, the Roof
Control Plan is a minimum plan, and additional
supports should be used at any indication of bad
roof.



o #

The recovery of the final stump, or pushout,
is the most hazardous aspect of pillar recovery
operations. During the past 20 years, nearly half
of all fatalities during retreat mining have
occurred while the pushout was being mined.
The pushout should never be mined if conditions
do not look safe or if adverse conditions arise
during mining. All unnecessary personnel should
remain outby the intersection at all times during
pillar recovery, but especially while the pushout
is being mined.

Extended cuts and remote control mining.
Extended (deep) cut mining is where the

ige 1. Mobile Roof Suppos (MRS) for tre minin

continuous mining machine advances the face
more than 6 m (20 ft) beyond the last row of
permanent supports. The development of
remote-control for continuous miners (Figure 2),
spray fan systems, and flooded-bed scrubbers
has provided the technology to enable deep cuts.
By 1997, about 75% of all underground labor
hours were worked at mines with extended cut
permits. However, extended cuts raise a number
of ventilation, ground control, and human
factors issues. Between 1988 and 1995,
extended cuts may have been a factor in 26% of
all roof fall fatalities in underground coal mines
(Bauer et al., 1997).





